Quiz 2

Quiz 2


QUIZ 2

1. Which dimensioning unit is most often used for Mechanical technical drawings?

A.  
Decimal

B.  
Engineering

C.  
Architectural

D. Scientific

2.  
The Define Attribute tool is located on the Draw toolbar. (T/F)

3.  
A group of dimension variables with specified settings is termed a dimension style.  (T/F)
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4. The icon shown is:

A.  
INSERT BLOCK

B.  
BINSERT

C.  
MAKE BLOCK

D. WBLOCK

5. The ____ option of the PLINE command is used to switch from drawing polylines to drawing polyarcs and provides options associated with the drawing of polyarcs.

A.  
POLYARC

B.  
ARC

C.  
ELLIPSE

D. SWITCH
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6. SELECT THE AREA OF THE DIMENSION FORMAT DIALOG BOX DESIGNED TO SET DIMENSION TEXT ABOVE THE DIMENSION LINES 

7. A polyline can be converted to a line.    (T/F)
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8. The icon shown is:

A.  
Edit Label

B.  
Edit Text

C.  
Edit Attribute

D. Write Attribute

9. You set the precision in the Units dialog box shown.  What precision does that control?

A.  
Coordinates for data entry and in the coordinate display in the lower left hand of the screen

B.  
The number of decimal places in dimensions

C.  
The number of decimals you need to enter for coordinate entry

D. The size of the limits

10.  
Dimensions cannot be updated.
(T/F)

11.  
Most drawing layouts in the U.S. consist of TOP VIEW, BOTTOM VIEW, AND LEFT-SIDE VIEW.

(T/F)

12. What is the most frequently used dimensioning standard

A.  
ASME

B.  
ISO 9000

C.  
ANSI

D. Decimal
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13. The icon shown is:

A.  
CIRCLE, DIA

B.  
DIMDIAMETER

C.  
CIRCLE, 2P

D. DIMLINEAR

14. Dimension Styles cannot be named.

(T/F)
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15. The icon shown is:

A.  
Define Attribute

B.  
Edit Attribute

C.  
DDedit

D. Label

16. Attributes are defined as:

A.  
Database information displayed by entering the LIST command

B.  
Coordinate information

C.  
Informational text associated with a block

D. MTEXT
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17. The icon shown is:

A.  
Insert Block

B.  
WBLOCK

C. Make Block

D. Insert Image

18. A block is:

A.  
A rectangular shaped object

B.  
A single LEGO piece

C.  
One or more entities stored as a single object for later retrieval and insertion

D. A selection set of entities

19. A command used to edit attibutes is:

A.  
DDATTE

B.  
EDIT

C.  
ATTFILE

D. EDITATT

20. The layout used for drawings in the US and Canada is called FIRST ANGLE PROJECTION.
(T/F)

21. The default dimension style is called:

A.  
DEFAULT

B.  
STANDARD

C.  
OVERRIDE

D. STYLE1

22. The _______ dialog box is used to control dimension styles and variables.

A.  
DIMENSION

B.  
DIMSTYLE

C.  
Dimension Style Manager

D. STYLE
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23. The command used to dimension the image illustrated above is 

A.  
BASELINE

B.  
CONTINUE

C.  
RADIAL

D. ORDINATE

24. To turn ORTHO mode ON, press:

A.  
F7

B.  
F8

C.  
F9

D. F10

25.  
Objects in AutoCAD should be drawn 1:1.

(T/F)

ANSWERS:

1) A; 2) F; 3) T; 4) A; 5) B; 6) C; 7) T; 8) C; 9) A; 10) F; 11) F; 12) ANSI; 13) B; 14) F;

15) A; 16) C; 17) C; 18) C; 19) A; 20
) F; 21) B; 22)
C; 23) B; 24) B; 25) T

Notes:

Q2-6
Q2-5

